
1

INSTALLATION INSTRUCTIONS
���������������

PD-62418IC/PD-62424IC

���������

���������������
Phone (800) 526.2588
Fax       (800) 526.2585

���������������������������������
�����
44 Harbor Park Drive  
Port Washington, NY 11050


�����	�������������
�����
1600 Distribution Ct
Lithia Springs, GA 30122

��������������������
������ 
1750 Archibald Avenue  
Ontario, CA 91760

���������������������������������������������������������������������������������������������������������������������
������������	�������	�����

���
	������������������������������������������������� ���������������������������������������������������������
�����������������������������������������������
�������������
����������������������������������������������������������������������	������������������������������������������������������������
�����������������������������������������������������������������������������������������������������
����������������������������������������������������
��������������������

����
���� ���������
������������������������������������������������������������������������������������	������������������������������
��������������������������������������������
��������������������������������������������������������������	���������������������������
���
������������������������������������������������
���������	�������������	��������������������������������������������
�������������������
������������
��������
�������

��
���������	�����������������������
���������
�������������������������������������������������

��������������
���������������
������������������������������������������������������������	��	�����	������	��������

�
������������������������������������������������������������������������������������
���������������������������

������
����������������������������������������������������������
����������������
�������������������������������������������������������
�
�����������������������������������������������������
��������� ����
�������������
�����������
�������������������
�����������������
������������������������������������������������
���������������

������
	���������������������������������������������

����������������������������������������������������������������������������
����
�����������������������������������������������������������������������������������������
����
��������������������������������������������
��������������������������
������������������������

������������������
��������������������������
������������������������������
��������������������������������������������������������������������������������
��������������������

������

�	�����������
�������������������������������������������������
�����������
�������������������������������
����������������

�������
�����������������������������������������������������������������������������������������������
����������������������������������
�����������
������������
���

DA CB

    Wire Connector
 Qty: 3PCS+1 Extra 

Mounting Screw
   Qty: 1 Extra

E

Allen Screw
Qty:  3 Extra

Allen Wrench
Qty:  1 Extra

    Wire Connector
 Qty: 3PCS+1 Extra 
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Fax       (800) 526.2585

���������������������������������
�����
44 Harbor Park Drive  
Port Washington, NY 11050


�����	�������������
�����
1600 Distribution Ct
Lithia Springs, GA 30122

��������������������
������ 
1750 Archibald Avenue  
Ontario, CA 91760

Fixture Wires
Black or 
Smooth

Fixture Wires
White or 
Ribbed

Fixture Wires
Bare wire
(Ground)

House Wires
Black
(Hot)

House Wires
White 
(Neutral)

House Wires
Green or Bare Copper
(Ground)

�������������

��������
	�
1.      Shut o� the power at the circuit breaker and remove 
         existing �xture, including the crossbar.
2.      Carefully unpack your new �xture and lay out all 
         the parts on a clear area. Be careful not lose any 
          small parts necessary for installation.
�	���
��������
��������������
3.      Remove the canopy, bracket, mounting screw (C) 
          and ceiling plate from the �xture.
4.      The lamp can switch between four color temperatures  
         (2700K-3000K-3500K-4000K), which can be adjusted to your 
         preference with the switch mounted in the canopy.  (Fig.3).      
         Note:  the switch comes with removable protective cover, 
         Remove the cover prior to making adjustment , 
         Reinstall the cover after adjustment is made.
5.      Secure the ceiling plate to the junction box using the original junction box screws. 
         (i) It is recommended to use only original junction box screws or replacements 
              provided by junction box manufacturer.
         (ii) The side of the ceiling plate marked “GND” must face out, towards the installer.

	����
��������
������������
6.      Wire driver to the 4CCT switch per Fig. 3 using small wire connectors (B). 
          Connect the driver input wires to the junction box wires as shown in Fig. 2/Fig. 3 
          using large wire connectors (A) provided. Ensure all wire connectors are secure. 
          Connect the �xture’s ground wire to the ground in the junction box; 
          this will be either a green wire or a bare copper wire. After driver is wired to house wires, 
         tuck wires carefully inside the junction box.
7.      Slide the canopy onto the �xture and fasten the bracket to the ceiling plate
         using the mounting screw (C) 
	�����
���
������
�����������
�����������
8.      Connect the terminal wires and carefully insert them into the �xture.
9.      A�x the �xture to the collar of the bracket with set screws (D).using the provided Allen wrench (E). 
         Slide the canopy upwards to conceal the bracket.
�	�����
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����
�
���
��	����
	����������
10.   This �xture features electronic low voltage (ELV or TRIAC) or 0-10V dimming capabilities. 
         See notes below for speci�c dimming wires information.
        1.    To utilize ELV or TRIAC dimming: use wires black (hot), white (neutral) and bare copper ground wire (ground).
        2.   To utilize 0-10V dimming: use wire purple (dim+), Pink or gray (dim-), black (hot), 
              white (neutral) and bare copper ground wire (ground).
NOTE: Make sure to connect 0-10V prior to power-up the �xture in order to allow the  0-10V dimming to function properly.

PD-62418IC/PD-62424IC

������������������� �������������������������

Ø4 7/8"

1 3/8"
4 1/8"

1 3/4"

 

Canopy

Brown  C
Black  WBrown  C

Blue  W
Black -

Black -

Red +
Red +

Purple - Dim+

Pink or Gray- Dim-

White - Neutral
Black - Hot

Driver

4000K 3500K 3000K 2700K

�����

Junction BoxAWire connector

Ceiling plate

CMounting screw

Driver
Bracket

Wire Connector B

4CCT Switch
Collar

4CCT Switch Cover

Fixture

Canopy

May be mounted to junction
box or adequately supported
 independently

Junction box screw

Terminal wires Allen Wrench

Set Screw D

E
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DA CB

    Wire Connector
 Qty: 3PCS+1 Extra 

Mounting Screw
   Qty: 1 Extra

Allen Screw
Qty:  2 Extra

Allen Wrench
Qty:  1 Extra
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INSTALLATION INSTRUCTIONS
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Fixture Wires
Black or 
Smooth

Fixture Wires
White or 
Ribbed

Fixture Wires
Bare wire
(Ground)

House Wires
Black
(Hot)

House Wires
White 
(Neutral)

House Wires
Green or Bare Copper
(Ground)

�������������

PD-62418RE/PD-62424RE

�������������������

Canopy

Brown  C
Black  WBrown  C

Blue  W
Black -

Black -

Red +
Red +

Purple - Dim+

Pink or Gray- Dim-

White - Neutral
Black - Hot

Driver

4000K 3500K 3000K 2700K

�����

�������������������������

1 3/8"
4 1/8"

1 3/4"
4"

AWire connector
Ceiling plate

BMounting screw

4CCT Switch
CollarBracket

4CCT Switch Cover

Canopy

Junction box screw

Junction Box

Ground wire

Allen Wrench

Set Screw C

D

Fixture

Driver

 

May be mounted to junction
box or adequately supported
 independently

��������
	�
1.      Shut o� the power at the circuit breaker and remove 
         existing �xture, including the crossbar.
2.      Carefully unpack your new �xture and lay out all 
         the parts on a clear area. Be careful not lose any 
          small parts necessary for installation.
�	���
��������
��������������
3.      Remove the canopy, bracket, mounting screw (C) 
          and ceiling plate from the �xture.
4.      The lamp can switch between four color temperatures  
         (2700K-3000K-3500K-4000K), which can be adjusted to your 
         preference with the switch mounted in the canopy.  (Fig.3).      
         Note:  the switch comes with removable protective cover, 
         Remove the cover prior to making adjustment , 
         Reinstall the cover after adjustment is made.
5.      Secure the ceiling plate to the junction box using the original junction box screws. 
         (i) It is recommended to use only original junction box screws or replacements 
              provided by junction box manufacturer.
         (ii) The side of the ceiling plate marked “GND” must face out, towards the installer.

	����
��������
������������
6.      Wire driver to the 4CCT switch per Fig. 3 using small wire connectors (B). 
          Connect the driver input wires to the junction box wires as shown in Fig. 2/Fig. 3 
          using large wire connectors (A) provided. Ensure all wire connectors are secure. 
          Connect the �xture’s ground wire to the ground in the junction box; 
          this will be either a green wire or a bare copper wire. After driver is wired to house wires, 
         tuck wires carefully inside the junction box.
7.      Slide the canopy onto the �xture and fasten the bracket to the ceiling plate
         using the mounting screw (C) 
	�����
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�����������
�����������
8.      Connect the terminal wires and carefully insert them into the �xture.
9.      A�x the �xture to the collar of the bracket with set screws (D).using the provided Allen wrench (E). 
         Slide the canopy upwards to conceal the bracket.
�	�����
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����
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	����������
10.   This �xture features electronic low voltage (ELV or TRIAC) or 0-10V dimming capabilities. 
         See notes below for speci�c dimming wires information.
        1.    To utilize ELV or TRIAC dimming: use wires black (hot), white (neutral) and bare copper ground wire (ground).
        2.   To utilize 0-10V dimming: use wire purple (dim+), Pink or gray (dim-), black (hot), 
              white (neutral) and bare copper ground wire (ground).
NOTE: Make sure to connect 0-10V prior to power-up the �xture in order to allow the  0-10V dimming to function properly.
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DA CB

    Wire Connector
 Qty: 3PCS+1 Extra 

Mounting Screw
   Qty: 1 Extra

E

Allen Screw
Qty:  3 Extra

Allen Wrench
Qty:  1 Extra

    Wire Connector
 Qty: 3PCS+1 Extra 
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INSTALLATION INSTRUCTIONS
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Fixture Wires
Black or 
Smooth

Fixture Wires
White or 
Ribbed

Fixture Wires
Bare wire
(Ground)

House Wires
Black
(Hot)

House Wires
White 
(Neutral)

House Wires
Green or Bare Copper
(Ground)

�������������

��������
	�
1.      Shut o� the power at the circuit breaker and remove 
         existing �xture, including the crossbar.
2.      Carefully unpack your new �xture and lay out all 
         the parts on a clear area. Be careful not lose any 
          small parts necessary for installation.
�	���
��������
��������������
3.      Remove the canopy, bracket,  mounting screw (C) 
         and ceiling plate from the �xture.
4.      The lamp can switch between four color temperatures  
         (2700K-3000K-3500K-4000K), which can be adjusted to your 
         preference with the switch mounted in the canopy.  (Fig.3).      
         Note:  the switch comes with removable protective cover, 
         Remove the cover prior to making adjustment , 
         Reinstall the cover after adjustment is made.
5.      Secure the ceiling plate to the junction box using the original junction box screws. 
         (i) It is recommended to use only original junction box screws or replacements 
              provided by junction box manufacturer.
         (ii) The side of the ceiling plate marked “GND” must face out, towards the installer.

	����
��������
�������������������
6.      Wire driver to the 4CCT switch per Fig. 3 using small wire connectors (B). 
         Connect the driver input wires to the junction box wires as shown in Fig. 2/Fig. 3 
         using large wire connectors (A) provided. Ensure all wire connectors are secure. 
         Connect the �xture’s ground wire to the ground in the junction box; 
         this will be either a green wire or a bare copper wire. After driver is wired to house wires, 
         tuck wires carefully inside the junction box.
7.     Slide the canopy onto the �xture and fasten the bracket to the ceiling plate 
         using the mounting screw (C) .
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8.   Connect the terminal wires and carefully insert them into the �xture.
9.   A�x the �xture to the collar with set screws (D).using the provided Allen wrench (E).Slide the canopy upwards to conceal the bracket
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10.    This �xture features electronic low voltage (ELV or TRIAC) or 0-10V dimming capabilities. 
         See notes below for speci�c dimming wires information.
        1.    To utilize ELV or TRIAC dimming: use wires black (hot), white (neutral) and bare copper ground wire (ground).
         2.   To utilize 0-10V dimming: use wire purple (dim+), Pink or gray (dim-), black (hot), 
               white (neutral) and bare copper ground wire (ground).
NOTE: Make sure to connect 0-10V prior to power-up the �xture in order to allow the  0-10V dimming to function properly.

PD-62436IC/PD-62448IC

������������������� �������������������������

Ø4 7/8"

1 3/8"
4 1/8"

1 3/4"

 

Canopy

Brown  C
Black  WBrown  C

Blue  W
Black -

Black -

Red +
Red +

Purple - Dim+

Pink or Gray- Dim-

White - Neutral
Black - Hot

Driver

4000K 3500K 3000K 2700K

�����

Junction Box

AWire connector

Ceiling plate

CMounting screw

Driver
Bracket

Wire Connector B

4CCT Switch
Collar

4CCT Switch Cover

Fixture

Canopy

Ground wire
Junction box screw

Use UL approved 75LB
max outlet box and hardware
( sold separately )

Terminal wires Allen Wrench

Set Screw D

E
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DA CB

    Wire Connector
 Qty: 6PCS+1 Extra 

Mounting Screw
   Qty: 1 Extra

Allen Screw
Qty:  2 Extra

Allen Wrench
Qty:  1 Extra
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Fixture Wires
Black or 
Smooth

Fixture Wires
White or 
Ribbed

Fixture Wires
Bare wire
(Ground)

House Wires
Black
(Hot)

House Wires
White 
(Neutral)

House Wires
Green or Bare Copper
(Ground)
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PD-62436RE/PD-62448RE
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Canopy

Brown  C
Black  WBrown  C

Blue  W
Black -

Black -

Red +
Red +

Purple - Dim+

Pink or Gray- Dim-

White - Neutral
Black - Hot

Driver

4000K 3500K 3000K 2700K

�����

�������������������������

1 3/8"
4 1/8"

1 3/4"
4"

AWire connector
Ceiling plate

BMounting screw

Bracket 4CCT Switch
Collar

4CCT Switch Cover

Canopy

Junction box screw
Junction Box

Ground wire

Allen Wrench

Set Screw C

D

Fixture

Driver 1 Driver 2��������
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1.      Shut o� the power at the circuit breaker and remove 
         existing �xture, including the crossbar.
2.      Carefully unpack your new �xture and lay out all 
         the parts on a clear area. Be careful not lose any 
          small parts necessary for installation.
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3.      Remove the canopy, bracket, mounting screw (C) 
         and ceiling plate from the �xture.
4.      The lamp can switch between four color temperatures  
         (2700K-3000K-3500K-4000K), which can be adjusted to your 
         preference with the switch mounted in the canopy.  (Fig.3).      
         Note:  the switch comes with removable protective cover, 
         Remove the cover prior to making adjustment , 
         Reinstall the cover after adjustment is made.
5.      Secure the ceiling plate to the junction box using the original junction box screws. 
         (i) It is recommended to use only original junction box screws or replacements 
              provided by junction box manufacturer.
         (ii) The side of the ceiling plate marked “GND” must face out, towards the installer.
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6.      Wire driver to the 4CCT switch per Fig. 3 using small wire connectors (B). 
         Connect the driver input wires to the junction box wires as shown in Fig. 2/Fig. 3 
         using large wire connectors (A) provided. Ensure all wire connectors are secure. 
         Connect the �xture’s ground wire to the ground in the junction box; 
         this will be either a green wire or a bare copper wire. After driver is wired to house wires, 
         tuck wires carefully inside the junction box.
7.     Slide the canopy onto the �xture and fasten the bracket to the ceiling plate 
         using the mounting screw (C) .
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8.   Connect the terminal wires and carefully insert them into the �xture.
9.   A�x the �xture to the collar with set screws (D).using the provided Allen wrench (E).Slide the canopy upwards to conceal the bracket
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10.    This �xture features electronic low voltage (ELV or TRIAC) or 0-10V dimming capabilities. 
         See notes below for speci�c dimming wires information.
        1.    To utilize ELV or TRIAC dimming: use wires black (hot), white (neutral) and bare copper ground wire (ground).
         2.   To utilize 0-10V dimming: use wire purple (dim+), Pink or gray (dim-), black (hot), 
               white (neutral) and bare copper ground wire (ground).
NOTE: Make sure to connect 0-10V prior to power-up the �xture in order to allow the  0-10V dimming to function properly.

Use UL approved 75LB
max outlet box and hardware
( sold separately )


	PD-62418IC Instruction V1
	PD-62418RE Instruction V1
	PD-62448IC Instruction V1
	PD-62448RE Instruction V1

